
CAD-DRAWING
THIS DRAWING WAS CREATED ON
A COMPUTER AIDED DESIGN(CAD)
SYSTEM.TO INSURE THE INTEGRITY 
OF THE DATA BASE, ALL CHNAGES/
REVISIONS MUST BE MADE ON THE 
CAD SYSTEM.

PROCEDURE: 
1)REMOVE THE TWO RACEWAY COVERS FROM

THE BOTTOM OF THE PANEL.
2)UNSCREW THE TWO GLIDES FROM THE BOTTOM

OF THE PANEL.
3)DRILL OUT THE RIVETS FROM THE

BOTTOM PAN.
4)UNCLIP AND REMOVE THE TRAC-PAC ELECTRICAL
 ASSEMBLY.
5)REMOVE SCREWS FROM CAST ALUMINUM LEGS AND
 SCREWS FROM THE TOP PAN.
6)REMOVE THE FABRIC FROM PANEL.
7)REMOVE WELT CORD FROM PANEL.
8)REMOVE THE INSULATION BLANKET.
9)REMOVE CENTER CORE BY APPLYING PRESSURE TO
 THE CENTER OF THE CORE.

GENERAL NOTES: 
1)DISASSEMBLY TIME 25-30 MINUTES
2)THIS PROCEDURE ASSUMES BASIC FAMILIARITY
 WITH HAND TOOLS AND FURNITURE TERMINOLOGY:
 NO SPECIALIZED TRAINING IS REQUIRED.
3)ALL MATERIAL REMOVED AND DISASSEMBLED SHALL
 BE SORTED AND SEGREGATED WITH LIKE
 MATERIALS AND DISPOSED OF OR RECYCLED
 ACCORDING TO RECYCLING AVAILABILITY OR WASTE
 ACCEPTANCE.
4)FOR ITEMS TO BE RECYCLED, REFER TO CALPIA 
WEBSITE AT WWW.CALPIA.CA.GOV.

revision: A  Date: 02/16/16
Tools required: flat screwdriver, philips screwdriver,
 pry bar, adjustable pliers, 
rubber mallet, utility knife, putty knife 
personal protective equipment(PPE)

material type:
1.steel 2.aluminum 3.fabric 4.plastic
5.glass 6.fibberglass 8.wood

CALPIA 
State of california, prison industry authority 
560 east natoma street.Folsom , California 95630
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